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§§136.43-136.49

(1) Limitation. The Administrator
may not grant interim operating au-
thority under this paragraph (c) if the
Administrator determines that it
would create a safety problem at the
park or on the tribal lands, or if the Di-
rector determines that it would create
a noise problem at the park or on the
tribal lands.

(2) ATMP limitation. The Adminis-
trator may grant interim operating au-
thority under this paragraph (c) only if
the ATMP for the park or tribal lands
to which the application relates has
not been developed within 24 months
after April 5, 2000.

[Doc. No. FAA-2001-8690, 67 FR 65667, Oct. 25,
2002. Redesignated by Amdt. 136-1, 72 FR
6912, Feb. 13, 2007]

§§136.43-136.49 [Reserved]

Subpart C—Grand Canyon
National Park

§§136.51-136.69 [Reserved]

APPENDIX A TO PART 136—SPECIAL OP-
ERATING RULES FOR AIR TOUR OPER-
ATORS IN THE STATE OF HAWAII

Section 1. Applicability. This appendix pre-
scribes operating rules for airplane and heli-
copter visual flight rules air tour flights con-
ducted in the State of Hawaii under 14 CFR
parts 91, 121, and 135. This appendix does not
apply to:

(a) Operations conducted under 14 CFR
part 121 in airplanes with a passenger seating
configuration of more than 30 seats or a pay-
load capacity of more than 7,500 pounds.

(b) Flights conducted in gliders or hot air
balloons.

Section 2. Definitions. For the purposes of
this appendix:

“Air tour” means any sightseeing flight
conducted under visual flight rules in an air-
plane or helicopter for compensation or hire.

“Air tour operator” means any person who
conducts an air tour.

Section 3. Helicopter flotation equipment. No
person may conduct an air tour in Hawaii in
a single-engine helicopter beyond the shore
of any island, regardless of whether the heli-
copter is within gliding distance of the
shore, unless:

(a) The helicopter is amphibious or is
equipped with floats adequate to accomplish
a safe emergency ditching and approved flo-
tation gear is easily accessible for each occu-
pant; or

(b) Each person on board the helicopter is
wearing approved flotation gear.
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Section 4. Helicopter performance plan. Each
operator must complete a performance plan
before each helicopter air tour flight. The
performance plan must be based on the infor-
mation in the Rotorcraft Flight Manual
(RFM), considering the maximum density al-
titude for which the operation is planned for
the flight to determine the following:

(a) Maximum gross weight and center of
gravity (CG) limitations for hovering in
ground effect;

(b) Maximum gross weight and CG limita-
tions for hovering out of ground effect; and,

(c) Maximum combination of weight, alti-
tude, and temperature for which height-ve-
locity information in the RFM is valid.

The pilot in command (PIC) must comply
with the performance plan.

Section 5. Helicopter Operating Limitations.
Except for approach to and transition from a
hover, and except for the purpose of takeoff
and landing, the PIC shall operate the heli-
copter at a combination of height and for-
ward speed (including hover) that would per-
mit a safe landing in event of engine power
loss, in accordance with the height-speed en-
velope for that helicopter under current
weight and aircraft altitude.

Section 6. Minimum flight altitudes. Except
when necessary for takeoff and landing, or
operating in compliance with an air traffic
control clearance, or as otherwise authorized
by the Administrator, no person may con-
duct an air tour in Hawaii:

(a) Below an altitude of 1,500 feet above the
surface over all areas of the State of Hawaii,
and,

(b) Closer than 1,500 feet to any person or
property; or,

(c) Below any altitude prescribed by fed-
eral statute or regulation.

Section 7. Passenger briefing. Before takeoff,
each PIC of an air tour flight of Hawaii with
a flight segment beyond the ocean shore of
any island shall ensure that each passenger
has been briefed on the following, in addition
to requirements set forth in 14 CFR 91.107,
121.571, or 135.117:

(a) Water ditching procedures;

(b) Use of required flotation equipment;
and

(c) Emergency egress from the aircraft in
event of a water landing.

[Docket No. FAA-1998-4521, 72 FR 6914, Feb.
13, 2007]

PART 137—AGRICULTURAL
AIRCRAFT OPERATIONS
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